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Originally built as a factory for casting crucible steel in 1914, it was opened as an event location in
April 2011 after lavish renovations.

The 1600 m2 space is a perfect backdrop encouraging inspiration and creativity all manner of
different events in different formats — ranging from product presentations to classy galas or
parties with an edgy industrial atmosphere.

The hall can be divided in the middle with the help of a crane, thus providing an optimal space for
corporate events.
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SQUARE METERS:
OUTSIDE AREA:
DAYLIGHT:
PEOPLE:

SEATING OPTIONS:
Row seating:
Round 10s:

6 seat block tables:

ADDITIONAL ROOMS:

PARKING:

SCENE:

CLOAKROOM:

HEATING:

TECHNICAL EQUIPMENT:

MAX. LOAD
CEILING HEIGHT (TRUSS):

1.600 m?

1.800 m?

No

between 200 and 2.600

higher number of people upon request by
special permission

up to 1.240 people
up to 820 people
up to 850 people

4 integrated rooms

336 total — more on request

not permanently installed

not permanently installed

installed

Basic lights are available, can be rented
separately

500 kg per m?, no isolated weight
11,30 m

ROOM RENTAL (IN EURO, NET.PRICE)

DAY OF RENT

SET UP AND TAKE DOWN DAY

ADDITIONAL COSTS
ELECTRICITY per kW

HEATING SET PRICE PER DAY

FINAL CLEANING

BROICHCATERING&LOCATIONS

EUR 7.500,00
EUR 3.500,00 per day

EUR 0,45
EUR 950,00
EUR 750,00
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Alte Federnfabrik

Gesamtiache: 1918,8m*
Veranstaltungsflche: 1596m?*
Backbereich, WC-Anlage, etc.: 322,8m*
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B = & Entfluchlungsrichtung

| Feuerldscher

WBT tank Zu- und Abwasser

PWC Frischwasser

Hangepunkt mit einer Traglast von gesamt 1000 kg

1 tgilweise durch festinstalliorte Technik belegt

Die Traversen hangen auf einer Hohe von 11,30 m
Zwei fahrbare Industrielastkrane
befinden sich auf einer Hohe von 8,20m

Die Bodenbelastung betragt:
500 kg pro m*

Die Zahlen vor/neben den Tiren lesen sich wie folgt:
Breite x Hahe

. ‘Wandverteiler CEE Kombi
(1xB3A, 1x 32A, 1x16A, 4x 230V)

f) ‘Wandverteiler CEE Kombi

- (1x 32A, 1x16A, 4x 230V)

o Wandverteiler CEE Kombi
{1x63A, 1x 32A, 1x16A, 2x 230V)

) Wandverteiler CEE Kombi
() {1x 327, 1x16A, 2x 230V)
Wandverteiler GEE Kombi
(1x B3A, 1x16A, 1x 230V)

3x Erdungsanschluss

Stromanschluss 32 A

63 A

Stromanschluss 16 A

[
-}
- 230V
=
=]
-
[

LAN Anschluss (jeweils 2 Fach belegt)

Die Nutzung der Stromanschlisse im Technikraum

ist nur nach Absprache méglich

| CONTACT: LARS WESSEL |

BROICHLOCATIONS.COM

E-MAIL: LWESSEL@BROICHCATERING.COM | PHONE

:+49 211 602030




